234 1700 1 4.6
234 1500 2 42 4.4
234 1500 9 8.9
234 2000 1 8.6
1700 14 9.0 120
234 2000 3 9.0 105
2000 2 50 52
23:5 1800 1 4.7
1700 21 /5 110
236 1400 21 75 9.0
234 1200 2 48 52
23.6 900 1 9)
23.6 700 1 9)
23.7 900 1 4.6
1500 3 5.3
23.1 2000 3 55 1.3
23.8 2000 1 5.9
23.8 700 1 5.2
1200 4 13
238 1000 4 11.2
2500 1 8.7
238 2000 1 74
23.8 900 1 4.6
23.9 900 1 4.6
1300 1 3.9
23.9 1500 1 4.8
2000 2 49 7.2
23.9 2500 2 65 6.9
23.10 1500 2 45 50
23.10 1200 2 50 6.1
23.10 2000 1 6.2
23.10 1600 4 43 85
1500 2 47 49
23.10 2000 4 46 50
23.10 2500 1 3)
23.10 2000 1 4.8
23.10 2000 1 5.3
23.10 2000 2 46 4.7
2000 1 7.2
23.10 1500 1 4.6
23.10 2500 1 9.9
23.10 1200 2 44 45
23.11 2000 1 6.3
2000 3 5.7 1.2
2311 2500 1 6.7
2000 1 3.5
2311 1500 1 3.4
23.11 1000 2 4.5
23.11 1200 2 65 7.0




23.11 2000 2 38 39
23.11 3000 1 5.8
23.11 1800 1 3.5
23.11 3000 2 9.2
2000 1 4.9
2311 3000 1 5.3
2000 1 4.6
23.12 1300 1 4.2
23.12 3000 1 9.1
23.12 2500 1 8.4
2000 2 51 61
23.12 1800 2 48 55
1800 1 4.6
23.12 1500 2 51 5.2
2500 1 7.6
23.12 1800 2 72 138
23.12 2000 3 44 6.1
24.1 2000 1 4.6
24.1 2100 1 5.1
2000 1 4.5
24.1 1500 1 4.7
24.1 3000 1 13.3
24.2 1500 1 4.4
24.2 1200 2 6.5
24.2 2300 1 6.2
2500 1 6.3
24.2 2000 1 5.7
24.2 900 1 5.3
24.2 2500 1 5.8
1800 1 5.2
24.2 1500 4 40 59
3000 1 54
2500 1 6.1
243 2000 1 4
1800 1 39
2000 1 45 438
243 1500 1 44 46
24.3 2000 2 4.3
2000 1 2.8
243 1500 1 6.4
23.4 2500 2 49 5.9
23.5 MM2S 1 4.4
23.7 1500 4 93 94
23.7 MM2S 4 3.0 33
23.8 MM2 1 5.2
23.9 2000 1 5.9
23.9 MM1S 2 40 472
23.9 MM2 1 5.3
23.9 MM2S 1 4.5
23.9 MM1S 2 44 45
23.10 MM2S 1 4.5
23.10 MM2 1 4.0




23.10 MM2S 1 3.8
23.10 MM2S 1 44
23.10 MM2S 1 3.7
23.10 MM2 1 41
23.10 MM2 1 4.7
23.11 MM1S 1 3.9
23.11 MM2 1 5.8
23.11 MM1S 2 44 438
23.11 MM2S 1 49
23.11 MM1S 2 41 43
23.11 MM1S 2 46 438
23.11 MM2S 1 4.0
23.11 MM2 2 56 57
23.11 MM2S 1 41
23.11 MM2S 1 4.7
23.11 MM2 2 66 64
23.11 MM2 1 6.6
23.12 MM2 1 5.8
23.12 MM2 1 5.4
23.12 MM2 1 4.8
23.12 MM2S 1 4.2
23.12 MM1S 1 4.3
241 MM2S 1 4.6
241 MM2 1 5.3
241 MM1S 1 2.8
241 MM1S 1 2.8
241 MM3S 1 3.5
241 MM1S 4 24 41
241 2000 1 3.5
24.2 MM1S 1 5.0
24.2 MM1S 1 3.5
24.2 1500 1 3.9
24.2 MM1 1 45
24.3 MM1 1 4.6
234 1500 1 5.6
234 2000,2500 3 6.6 6.9
235 1800 MML4 2 53 575
23.6 1800 2000 3 53 1.1
23.6 3000 2 1 74
23.7 NTT 2200 1500 2 53 54
23.7 1500 1 44
23.8 2000 2 42 58
23.8 2000 1 5.6
23.8 2500 1 11.3
23.8 2000 2500 2 68 7.5
23.8 2000 2 73 94
23.9 2000 1800 2 55 56
23.9 1500 1 5.2
23.9 2000 1800 1500 9 6 6.9
23.9 2000 1800 3 55 6.5
23.9 1800 1500 2000 3 56 75
23.9 1800 1500 2000 4 52 6




23.10 2000 1800 4 4 55
23.10 3000 2 /5 738
23.10 2000 1800 6 48 55
23.10 2000 1 5.9
23.10 2000 1500 3 4.7 51
23.10 2000 1500 2 51 59
23.11 3000 2 62 6.7
23.11 2000 1500 3 54 6.0
23.11 1500 1 4.4
23.11 2000 1 4.3
23.11 2000 1800 10 8.7 122
23.12 2000 1 4.4
24.1 1500 1 7.6
241 1800 1500 2000 9 485 6.9
24.1 2000 1800 2 54 64
2000 1 6.1
1800 1 4.5
234 1500 1 3.9
1500 1 3.7
2000 1 4.4
236 1500 1 4.0
2000 1 5.9
238 1500 1 5.5
23.9 2000 1 3.4
23.9 1800 1 5.2
23.9 2000 1 4.6
2000 1 5.4
23.10 1500 1 4.8
1500 1 4.1
23.10 1800 1 6.0
1800 1 10.9
2500 1 11.5
2311 1800 1 12.4
2500 1 12.5
1500 1 6.3
2000 1 4.3
23.11 1500 1 3.9
2000 1 5.8
23.11 1500 1 5.8
23.11 2000 1 4.2
23.11 2500 1 9.9
2000 1 4.4
1500 1 3.7
23.11 1500 1 3.7
2000 1 4.0
2000 1 4.6
2000 1 4.3
2000 1 3.4
23.12 1800 1 4.5
2000 1 4.9
2500 1 8.0
1500 1 2.8




23.12 1800 1 3.9
24.1 1500 1 5.0
24.1 1800 1 4.6
1500 1 4.9
24.2 1500 1 4.9
24.2 2000 1 4.1
1500 1 4.8
24.2 2000 1 4.5
1500 1 4.8
231 2000 2 5.5 57
1500 1 5.3
238 2000 1 55
1500 1 5.1
238 2000 1 5.3
23.9 2000 2 63 7.5
1500 1 3.9
23.10 2000 1 4.3
1500 1 4.1
23.10 2000 1 4.3
1500 1 4.1
23.10 2000 1 3.3
23.11 1800 1 4.8
2000 2 5.2 56
23.11 2500 1 6.0
1500 1 5.0
23.11 2000 1 5.3
1500 2 33 42
23.12 2000 2 3.6 47
1500 2 3.6 46
23.12 2000 3 40 43 5.2
23.12 2000 9 45 545
24.2 1500 2 4.1
1500 1 2.8
24.2 2000 2 3.2 33




