254 2500 1 9.0
254 1800 1 5.6
254 2000 1 3.9
25.6 MM2 2 51 52
25.7 MM3S 1 2.8
25.7 MM2S 1 4.8
25.7 MM2S 1 41
25.8 MM2S 1 4.8
25.8 MM2S 1 4.8
25.8 MM2S 2 3.7 45
25.8 MM2 2 48 49
25.9 MM2S 1 3.1
25.9 MM2S 1 45
25.9 MM2S 1 4.7
25.9 MM1S 1 4.7
25.1 MM2S 1 44
25.1 MM2 1 6.2
25.1 MM2S 3 39 47
25.11 MM2S 1 45
25.11 MM1S 3 39 50
25.11 MM2S 1 5.5
25.11 MM2S 1 5.6
25.11 MM2 1 7.0
25.11 MM1S 1 4.0
25.12 MM1S 2 41 472
25.12 MM2 2 50 51
25.12 MM1S 2 46 39
25.12 MM2S 1 45
25.12 2000 1500 2 32 40
26.1 MM2 2 5.7 59
26.1 MM1S 1 3.6
26.1 MM1S 2 45 47
26.1 MM2 1 5.3
26.1 MM2S 1 43
26.1 1500 1 6.6
26.2 MM2S 1 2.9
26.2 MM2 2 53 54
26.2 MM2S 1 2.3
26.2 MM2 1 5.1
26.3 MM1S 2 35 36
26.3 MM2S 1 49
254 2000 1500 4 48 49
25.7 2500 2000 2 61 65
25.7 2500 1 6.6
25.7 2000 1800 1500 4 5 55
25.7 2000 1800 4 45 51
25.8 2500 1800 1500 5 65 7.2
25.9 2000 1500 6 71 85
25.9 1500 1 6.1
25.9 2000 1800 1500 8 45 107
25.1 2000 1500 6 49 54
25.1 2000 1 3.8
25.1 2000 1800 2 79 83
25.1 2000 1800 4 58 6.4
25.11 2000 1800 5 45 72
25.11 1800 1 55
25.11 1500 1 4.9




7512 1500 1 44
26.1 2000 1800 3 67 74
26.1 1500 1 39
26.2 2000 1 47
26.2 2000 1 48
26.2 2000 1500 5 53 64
26.2 1500 1 5
26.2 2500 1 72
26.3 2000 1500 2 46 58
26.3 2000 1500 2 53 556
26.3 2000 1500 4 69 74
258 2000 1 Y
2000 4 20 72
259 1500 2 40 45
759 1500 1 39
25.10 VML 1 36
2000 2 4.0
2511 1500 1 38
2511 1500 1 55
2511 2500 2 113
VML 4 27 39
26.1 MM2 1 54
263 MM2 1 4.2
254 2000 1 5.9
2000 1 59
2500 1 63
254 1500 1 53
2000 1 52
2000 1 4.9
1200 1 2.4
254 2000 1 5.1
1500 1 45
755 1500 1 5.7
256 1000 1 3
2000 1 38
2000 1 54
2000 1 4.1
256 2000 1 65
1500 1 4.9
2000 1 45
1800 1 4.0
2000 1 4.9
256 2000 1 55
1500 1 5.2
2000 1 60
256 1000 7 33
900 1 23
2000 1 69
256 2000 1 5.0
756 900 1 8.2
1500 3 5
257 1500 1 6
1500 2 4
757 1200 1 45




1800 1 47
257 2000 1 6.3
257 2600 1 13
2538 2500 1 118
2000 1 58
258 1500 1 5.9
758 1000 1 48
2538 1000 1 3.3
2538 2000 1 43
2000 1 5.8
258 2000 1 55
2000 1 6.9
258 1500 1 6.5
758 2000 1 3
1500 1 4.2
258 900 1 5.0
1500 1 4.1
259 1500 1 45
1200 1 4.1
259 1200 1 46
259 1200 2 9
1500 1 7.2
2000 1 71
259 2000 1 72
1800 1 6.3
259 700 1 5.2
1500 1 4.9
259 1500 1 45
759 1800 1 45
259 1000 1 3.7
259 1400 6 42
2510 2500 1 04
2510 1000 1 6
1500 1 57
2510 1000 1 54
2510 1000 1 55
2000 1 85
1500 1 8.4
2510 2000 1 8.1
2000 1 79
1800 1 79
2000 1 78
2510 1800 1 88
2510 1200 1 5.7




25.10 1500 1 47
25.10 2000 1 57
25.10 3000 1 78
25.10 2000 1 75
25.10 1000 1 55
1500 1 48
1500 1 4.2
2511 1500 1 39
1500 1 36
1500 1 4.0
2511 1500 1 4.2
1500 1 4.2
1800 1 4.4
2000 1 37
2511 2000 1 4.2
1800 1 43
2000 1 45
1500 1 82
2000 1 8.4
2511 1800 1 4.9
1800 1 46
1500 1 4.4
1300 1 55
2511 1500 1 43
1500 1 2.0
2000 1 48
2511 1500 1 45
1500 1 6.0
2511 2000 1 4.7
1500 1 43
2511 2000 1 43
1500 1 38
2511 1000 1 5
2511 1500 1 46
1500 1 3.7
1500 1 39
2511 1500 1 4.0
1500 1 33
2511 2000 1 5.2
2512 2500 1 509
2512 2000 1 48
2512 1000 1 7
2512 700 1 5.2
2512 2500 1 55




2000 1 68
1500 1 67
2000 1 58
1500 1 57
2512 2000 1 6.4
1500 1 72
2000 1 83
1500 1 91
1500 1 44
1500 1 4.0
1500 1 38
2512 1800 1 51
1500 1 48
1500 1 43
1500 1 2.0
7512 1800 1 55
1500 1 4.7
2512 1500 1 48
7512 1500 1 2.1
2512 1000 1 3
2512 1800 1 46
2512 1200 11 4
26.1 900 1 5
1800 1 55
26.2 2000 1 4.9
1800 1 45
2000 1 77
26.2 1800 1 71
2000 1 72
262 900 1 120
262 1500 1 35
2000 1 70
1500 1 6.7
262 2000 1 6.9
1500 1 66
2000 1 45
1500 1 43
263 1500 1 43
1500 1 43
1500 1 4.2
263 2000 1 55
1800 1 10.9
263 2000 1 8.8
263 700 1 4.7




7500 1 56
263 2500 1 6.3
2500 1 8.4
2000 1 81
263 2500 1 8.4
2000 1 8.2
1500 1 6.8
754 1800 1 2.7
2000 1 55
2500 1 61
254 2000 1 8.4
2500 1 8.4
2000 1 55
255 2000 1 46
1500 1 55
2000 1 4.2
255 2000 1 4.0
1500 1 36
1500 1 6.0
1500 1 67
1500 1 5.2
1500 1 5.9
256 2000 1 77
2000 1 47
2000 1 56
2000 1 63
1500 1 35
251 2000 1 47
2500 1 56
2000 1 48
258 1500 1 4.1
2000 1 4.0
758 2000 1 4.2
2000 1 43
2538 2000 1 61
2000 1 78
758 1500 1 3.9
259 2000 1 4.2
1500 1 4.4
259 1800 1 6.0
2000 1 6.4
759 1800 1 55
2000 1 3.7
2510 2000 1 72
1500 1 53
2510 2000 1 5.4
2000 1 55
2510 1500 1 53
2510 2000 1 43
1800 1 4.7
2510 1800 1 43
1500 1 5.3
2510 2000 1 56
2000 1 5.2
2511 1500 1 53




25.11 2000 1 4.7
2000 1 4.6

2511 1500 1 45
25.11 1500 1 8.5
2000 1 5.1

1500 1 49

25.12 2000 1 49
1500 1 4.7

2000 1 4.7

25.12 2000 1 4.6
2000 1 5.6

1500 1 5.5

25.12 2000 1 5.5
1500 1 5.2

2000 1 49

25.12 1500 1 4.6
25.12 2000 1 3.5
1800 1 44

2500 1 4.7

1500 1 2.8

26.1 1800 1 3.9
2000 1 5.1

2000 1 4.2

26.2 2000 1 6.3
26.2 2000 1 43
900 1 3.5

263 1500 1 3.5




